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บทคัดยอ 

 
โครงงานนี้เปนการศึกษาขอมูลรูปแบบของผนังและขนาดอุปกรณบังแดดในแนวนอนและ

ประเมินคาการถายเทความรอนรวมผานผนังอาคารอยางงาย สําหรับอาคารที่มีผนังโปรงแสง     
เปนกระจกใสหนา 5 มิลลิเมตรที่มีความสูงของกระจก 1.0 เมตรและ 1.2 เมตรโดยมีการศึกษา
อุปกรณบังแดดในแนวนอนเพื่อที่จะทราบถึงขอมูลที่นิยมใชในปจจุบัน และสามารถประเมินคาการ
ถายเทความรอนรวมผานผนังอาคารเพื่อหาขนาดของกระจกที่เหมาะสมโดยใหมีการถายเทความ
รอนรวมผานของผนังอาคาร (OTTV) ที่อยู         ในเกณฑมาตรฐานตามพระราชบัญญัติการอนุรักษ
พลังงาน 2535 (คา OTTV ไมเกิน 45 W/m2) โดยขอมูลทั่วไปที่ใชไดอางอิงจากหนังสือคูมือการใช
โปรแกรมคอมพิวเตอร คํานวณคาสมรรถนะเชิงอุณหภาพของกรอบอาคารของกระทรวงพลังงาน  
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ABSTRACT 

 
 This project study the forms of walls, external shading to windows in horizontal type 
(overhang) and produce the program to estimate the overall thermal transfer value (OTTV).   
 The simply estimation of the overall thermal transfer value (OTTV) is used to present the 
suitable size of glazing with overhang under the condition of case study : 

Type of glazing  : Clear float glass (thickness 5 mm) 
High of windows : 1 m and 1.2 m 
Wall type      : Brick Dry (thickness 100 mm ) 
Wall color    : Light color surface 

 The standard or overall thermal transfer value (OTTV) does not over 45 W/m2.The most 
of data in computer program is reference from handbook of computer programming for calculate 
the overall thermal transfer value (OTTV) which by Ministry of Energy. 
 
 
 
 
 
 
 


