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บทคัดยอ 
โครงงานนี้  เปนการศึกษาการหาคาการดูดซับพลังงานของทอเหล็กกลมภายใตการกระทําแบบ

ดัด  โดยวิธีการวิเคราะหการหาคาการดูดซับพลังงานของทอ มี 2 วิธีดวยกัน ไดแก วิธีการทางการ
ทดลอง และวิธีการจําลองทางคอมพิวเตอร  

ในวิธีการทดลองจะใชทอเหล็กที่มีขนาดอัตราสวนระหวางเสนผาศูนยตอความหนา ที่มีขนาด 
20< D/t < 80  ทั้งหมด 6 ช้ินที่แตกตางกัน โดยทอเหล็กจะรับโมเมนตดัดกระทําที่ปลายทั้งสองดาน 
สวนวิธีการจําลองทางคอมพิวเตอร จะกระทําโดยการสรางแบบจําลองใหเหมือนกับการทดลอง แลวทํา
การวิเคราะหผล โดยใชโปรแกรมทางระเบียบวิธีไฟไนเอเลเมนต ที่มีช่ือวา อบาคัส (Abaqus) 

จากผลการวิเคราะหจะพบวา ผลการทดลองและการจําลองทางคอมพิวเตอร ใหผลการทดลอง
ที่ไมสอดคลองกันเพราะเนื่องจากวาการกําหนดคณุสมบัติของวัสดุ ในวิธีทางไฟไนเอเลเมนต ได
กําหนดวัสดุเปนแบบที่มีการเสียรูปถาวรอยางสมบูรณ (Perfectly Plasticity) ซ่ึงในความเปนจริงวัสดทุี่
ใชในการวิเคราะหควรมีคุณสมบัติที่เรียกวา Power Hardening Plasticity จึงทําใหเกิดความคลาดเคลื่อน 
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Abstract 
             This project is aimed to determine the energy absorption of circular steel tubes under 

bending. The study was carried out with quasi-static experiment conducted with a number of tubes 
having various D/t ratios. These tests were used to validate a computer simulation model. The 
computer simulation were carried out using a commercial FE package (ABAQUS). The results shown 
the moment rotation relationship. The finite element results did not agree with the experimental 
results well.  The discrepancy may be caused by the material property used in FEA was different from 
actual work. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 




