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บทคัดยอ 
 

งานวิจัยนี้ เปนการศึกษาผลกระทบตอสมรรถนะและการสึกหรอ ของเครื่องยนต ที่
ระยะเวลา 300 และ 1000 ช่ัวโมง โดยใชใบโอดีเซลจากน้ํามันพืชที่ใชแลว 100% เปรียบเทียบกับ
น้ํามันดีเซลมาตรฐานที่มีขายตามทองตลาดทั่วไป โดยมีแนวคิดที่วาการใชน้ํามันไบโอดีเซลจะให
การสึกหรอที่ตางจากการใชน้ํามันดีเซลปกติ เนื่องจากคุณภาพของน้ํามันไบโอดีเซลที่ต่ํากวา
คุณภาพของน้ํามันดีเซล ซ่ึงเครื่องยนตที่ใชในการทดสอบ คือเครื่องยนตดีเซลขนาดเล็ก 1 กระบอก
สูบยี่หอคูโบตา  รุน RT110 ขนาด 598 ซีซี ทําการเดินเครื่องโดยภาระงานคือการสูบน้ํา ใชทอสูบน้ํา
ขนาดเสนผา ศูนยกลาง 12.70 เซนติเมตรยาว 6.50 เมตร ใชอัตราทด 1:1 อัตราการไหลประมาณ 
4.19 ลิตรตอวินาที ความสูงในการดูดประมาณ 2 เมตร การทดสอบสมรรถนะของเครื่องยนต 
ทดสอบที่ความเร็วรอบระหวาง 1,200 ถึง 2,500 รอบตอนาทีโดยนําเคร่ืองยนตไปทดสอบ
สมรรถนะที่ บริษัทสยามคูโบตาจํากัด ผลปรากฏวา เครื่องยนตที่ใชน้ํามัน ใบโอดีเซลใหคาแรงบิด
และกําลังต่ํากวาน้ํามันดีเซลมาตรฐานและมีอัตราการสิ้นเปลืองน้ํามันเชื้อเพลิงจําเพาะสูงกวาสวน
ของการสึกหรอมีคาใกลเคียงกับเครื่องยนตที่ใชน้ํามันดีเซลมาตรฐาน  ในขณะที่ปริมาณความ
หนาแนนของควันต่ํากวาน้ํามันดีเซล 
 
 
 
 
 
 
 



 

ค 

Effect to Performance and Wear of Diesel Engine in Long Term  
  Test Using Biodiesel from Wasted Cooking Oil as a Fuel 

 
By Mr. Nattaporn  Khawprapa 

     Mr. Jaruwat  Poonaya 
 
 

Abstract 
 

This research aims to investigate the effect to the engine performance and wear condition 
of diesel engines at running period of 300 and 1000 hrs with 100% of biodiesel made from wasted 
cooking oil compared to standard diesel. The idea of the research is that the engine using 100% of  
biodiesel made from cooking oil and engine using standard diesel will have different wear 
condition because the lower quality of biodiesel. The tested engine is KUBOTA modelled RT110, 
single cylinder 598 cc. Two engines, with different fuel, are loaded by pumping the water using 
12.70 cm pipe diameter, 6.80 m in length, volume flow rate of 4.19 L/s and 2 m of head. The 
engine performances are tested in the speed range of 1200 –2500 rpm and carried out at the Siam 
Kubota Industrial Company by their specialists and the researchers. The final results showed that 
an engine with 100 % biodiesel usually gives slightly lower torque and power comparing to those 
of diesel fuel. The specific fuel consumption of biodiesel engine is higher than that of diesel fuel. 
Regarding to the engine wear, both engines are quite similar and still in the allowance tolerance in 
the maintenance manual. The black smoke level from the biodiesel engine is significantly lower 
than that of  the diesel engine. 
 


